

















/\ NOTICE

The E004-FTO6B-A001 transmitter requires 8 AAsize batteries that are not included in the box.

Range Test

The remote distance is about 1000 feet. Finish all installation before testing, the simple and effective
method :

Keep the transmitter antenna stowed, let your partner move away with WALA, and debug

the remote control receiver. Check the signals with distance. Inspect whether the elevator, rudder
aileron work properly.

Receiverinstruction

The FRPOG6 receiver is six channel miniature receiver. Each
channel is marked with a number (1 to 6).Also polarity for the
servo/esc wires are shown on the receivers case. The minus sign
(-) is usedto connect the black (sometimes brown) wire The plus
sign (+) shows the connector for the red wire and the '1' sign is
used for the orange signal wire (sometimes white).

THE USAGE OF THE CHARGER

Connect the battery to the charger.Plug in the charger(double check the voltage of outlet first). While it is
charging,the indicator of charger turns red, it turns green after charging is done.Please disconnect the
battery and charger after charging.

[ /\  ATTENTION ]
VALUABLE EXPERIENCE

1. If you have a computer flight simulator, it is a good idea to practice with it before actually flying the
WALA.

2.0nly small stick movements are necessary to change the direction of the airplane

3.Do not push the joystick to maximum position for more than 3 second. This will cause a crash.

4. If you have an instructor with experience, you will be more likely to succeed in first flight.

5.Do take off and land toward the wind.
Always keep the model airplane in front of you, Itis a good idea to purchase at least one more battery
to make your flights last longer.
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